The art of conversion.
Perfected by Weiss.

New:

- New analog / DAC section
- FireWire option
- Glass fiber option




The MEDEA s a stereo 24 bit / 192kHz Digital to Analog
Converter designed with the aim of keeping an absolutely
uncompromised audio signal path.

With the latest re-design of the analog section the Medea has
once again reached State Of The Art performance. All Medea
units are upgradeable with this new analog section.

In addition a built-in FireWire interface is available which
connects the Medea to computers for audio file playback. The
FireWire input can be remote controlled via a IR remote
control (level and absolute phase).

An ST type glass fiber input (optional) allows to connect the
Medea to the Weiss Jason CD transport via a non-compromise
glass fiber link.

The MEDEA is built to be immune to jitter down to subsonic
jitter frequencies. Using the same algorithms as our
professional audio product range, we incorporated upsampling
in a dedicated DSP chip.

The first generation Weiss Medea D/A Converter is a “Golden
Ear Award” winner from "The Absolute Sound" magazine.

Technical Details:

Digital Inputs: Three AES/EBU inputs on XLR connectors,
and one on Toslink (optical). In addition each of the four

inputs also has an S/PDIF (RCA) connector. Sampling
frequencies can be 44.1, 48, 88.2, 96, 176.4 or 192 kHz.
Inputs # 1 and # 2 can be used for the dual wire scheme of
transferring 88.2kHz ... 192 kHz data. All inputs accept up to
24 bits of data wordlength. Optional inputs: FireWire, ST glass
fiber.

Synchronization: The MEDEA is synchronized by the input
signal present at the selected input. Several signal reclocking
schemes are combined for extremely high jitter attenuation,
making the MEDEA virtually immune to jitter. In the case of

the FireWire input the master clock is contained in the MEDEA.

DSP Algorithms:

Converters: Four channels of 32 Bit D/A conversion are used
per audio channel. The paralleling of channels lowers
converter imperfections.

For jitter reduction and upsampling.

Analog Outputs: All analog processing is done with our own
discrete operational amplifier modules, the Weiss OP1-BP. The
OP1-BP is arguably the best audio operational amplifier
currently available. Four OP1-BP are used per channel, two for
current to voltage conversion and two for the balanced and
unbalanced output stages. The OP1-BP run in class A mode for
all common loads. Output levels can be set with a rotary

switch at the back of the unit. The level range is 32 dB with a
1dB step resolution.

The outputs are symmetrical on XLR connectors and
asymmetrical on RCA connectors. No sound degrading servo
mechanisms are used.
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Switzerland

Power Supply: A powerful non-switching power supply is
used. All sensitive voltages have their own regulators which
are separated between left and right channels. The power
switch only switches at zero crossings of the mains voltage,
assuring a glitch free power switching. Mains voltage can be
set to 100..120V or 200..240V.

Mechanical Design: The MEDEA employs a twin metal frame.
The inner chassis is made of steel for effective shielding

against electrostatic and electromagnetic radiation. The outer
frame is individually made to our exacting standards from

massive anodized aluminium for additional shielding, heat
convection - and of course stunning looks.

Frontpanel controls: One power switch. Four switches with
corresponding blue LEDs are used for selecting one out of four
input sources.

Backpanel elements: Analog outputs on XLR and RCA
connectors with output level switch. Digital inputs 1 to 4 (four
XLR, four RCA and one Toslink connector). Mains connector
with fuses and voltage selector.

Optional: FireWire connector, ST type glass fiber connector, IR
remote control connector.

The new analog section
with eight discrete
operation amplifiers (the
Weiss OP1-BP) and an
eight channel 32 bit State
Of The Art D/A converter
chip.

All Medea units can be
easily upgraded with this
new analog section.

The IR remote control
which comes with the
FireWire option. It allows

to control the volume as
well as the absolute phase
of the signal fed to the
Medea through the Firewire
input.
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